Appendix B: Post-Test

To be eligible for CE credit, you MUST view the video presentation and read the Resource Guide first. Then complete the post-test at [http://twnlms.com/](http://twnlms.com/) by the due date listed online.

1. Maintenance and testing of fire safety features must be documented, as per Joint Commission standard _____.
   a. EC.02.03.05
   b. EC.01.01.01
   c. EC.02.02.01
   d. LS.01.01.01

2. The Life Safety (LS) chapter in the Comprehensive Accreditation Manual for Hospitals primarily focuses on _____.
   a. measures that hospitals must take to protect occupants from the dangers of fire
   b. organizational activities that keep the care environment safe
   c. environmental emergency situations
   d. construction projects

3. Corridor clutter is addressed at Element of Performance 13 of Joint Commission Standard _____.
   a. LS.02.01.10
   b. LS.02.01.20
   c. EC.02.03.05
   d. EC.02.02.01

4. A hospital's ventilation system should provide appropriate pressure relationships, air-exchange rates, and filtration efficiencies throughout the facility.
   a. True
   b. False

5. Interior spaces meet the needs of the patient population and are safe and suitable to the care, treatment, and services provided, is Joint Commission standard _____.
   a. EC.02.01.01, EP 5
   b. EC.03.03.10, EP 3
   c. EC.02.06.01, EP 1
   d. None of the above.

6. Floors or compartments in a building must have _____ exits located remotely from each other.
   a. two
   b. three
   c. four
   d. None of the above.

7. As long as emergency generator tests are conducted every other calendar month, an organization is considered compliant by The Joint Commission.
   a. True
   b. False
8. Joint Commission standard LS.02.01.10 states _____.
   a. the hospital maintains fire safety equipment and fire safety building features
   b. building and fire protection features are designed and maintained to minimize the effects of fire, smoke, and heat
   c. during survey, specific documentation is reviewed
   d. dead end corridors may be used for storage

9. The Joint Commission requires that 18 inches or more of open space must be maintained between sprinkler deflectors and the top of storage.
   a. True
   b. False

10. Important components of medical gas safety include _____.
    a. keeping cylinders secured
    b. segregating full from empty cylinders
    c. repairs being completed by qualified staff
    d. All of the above.